
TG 100R VHF Diversity Receiver
Operating principle: Diversity Receiver 
Frequency range:

Band 1: 174 - 184 MHz
Band 2: 194 - 204 MHz
Band 3: 213 - 223 MHz 
Frequency response: 100 Hz - 16 kHz
Dynamic range: 112 dB
Output level: max. 0 dBV 
 (XLR and jack output)
Mains connection: 100 V - 240 V AC; 
 12V DC power supply unit
Power consumption: 150 mA
Ambient temperature: 0 bis +55°C    
Weight: 250 g 
Dimensions: 143 x 100 x 41 mm
Antenna connection: 2 x telescopic, 
 permanently attached antennae

Professional Diversity Receiver 
The professional diversity receiver ensures 
best signal reception even in a complex environment. 

24 Channels 
A rotating dial allows the user to choose between 
8 different channels. 3 available band variants enable 
the use of up to 24 channels simultaneously.

Sound Switch 
The integrated sound switch equally improves the 
clarity of speech and vocals without the need for a 
mixing console.

10 h Battery Operation 
With a battery operation of 10 hours there is no need 
for concern regarding extensive encores or long-lasting 
events.

www.beyerdynamic.com/tg100

TG 100H Handheld &  TG 100B Beltpack Transmitter
Frequency range:

Band 1: 174 - 184 MHz
Band 2: 194 - 204 MHz
Band 3: 213 - 223 MHz 
Frequency response: 100 Hz - 16 kHz
Transmitter power: < 10 mW erp
Dynamic range: 110 dB (BP) / 112 dB (HH)
Transmission range: up to 100 metres 
 under optimal conditions
Operating time: approx. 8 hrs. 
 (NiMH 2100 mAh)

TG
1

0
0

 (
0

2
.1

6
) 

. 
2

5
0

0
 .

 7
1

1
6

4
0

 .
 P

ri
nt

ed
 in

 G
er

m
an

y
N

on
-c

on
tr

ac
tu

al
 il

lu
st

ra
ti

on
s 

. 
S

ub
je

ct
 t

o 
ch

an
ge

 w
it

ho
ut

 n
ot

ic
e

beyerdynamic GmbH & Co. KG Theresienstr. 8 . 74072 Heilbronn . Germany 
Phone +49 7131 617-440 . Fax +49 7131 617-299 . AudioSystems@beyerdynamic.com

TG 100 TECHNICAL SPECIFICATIONSTG 100 PRODUCT FEATURES

TG 100  
WIRELESS SYSTEM



A new benchmark is set: The TG 100 is the first entry-level 
wireless system that includes a pilot tone function which 
provides a lot of advantages.

Speech clarity combined with user-friendly handling and 
improved protection against interference makes the 
TG 100 a handy all-round wireless system. 

Developed for smaller sound installations as well as for 
ambitious hobby musicians the TG 100 wireless system 
is equally adept to both speech and singing.

Live show or band practice, the handheld transmitter 
containing a professional dynamic microphone capsule 
meets all needs.  

The handheld set is the perfect stage tool for ambitious 
hobby musicians and offers the necessary flexibility for 
any kind of performance.

The handheld set includes:
− TG 100R Diversity Receiver
− TG 100H Handheld Transmitter
− Power supply
− Batteries

The beltpack set makes the TG 100 wireless system an 
ideal tool for a wide range of events. 

From a presentation to an energetic sports event: 
While the sound switch provides speech clarity, the 
neckworn headset always guarantees a perfect fit and 
maximum flexibility.

The beltpack set includes:
− TG 100R Diversity Receiver
− TG 100B Beltpack Transmitter
− TG H34c Headset
− Power supply
− Batteries

TG H34c
Headset

TG 100H
Handheld 
Transmitter

TG 100R
Diversity 
Receiver

TG 100R
Diversity 
Receiver

TG 100B
Beltpack 
Transmitter

Pilot Tone Function
The pilot tone 
prevents noise and 
assures user-friendly 
handling.  
The TG 100 wireless 
system uses the 
pilot tone to 
identify a correct 
signal for improved 
interference-free 
transmission and 
to transmit a low 
battery warning as 
well as the audio 
mute information to 
the receiver. 

TG 100 HANDHELD SET TG 100 BELTPACK SETTG 100

WHAT IS THE 
TG 100?

HANDHELD SET 
MUSIC SESSIONS

BELTPACK SET 
EVENTS


